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PERFORMANCE & SPECIFICATION 
Model

KE001

●PERFORMANCE

MODEL

MAX 

TORQUE

(Nm)

OP.TIME
50/60Hz

(sec)

RATED CURRENT (A)

DUTY-

CYCLE

MOTOR 

CLASS/

OUTPU

T

AC(1PHASE)
50/60Hz

110V 220V

KE001 8 14.5/12 0.1/0.09 0.07/0.06 40% E/2W

KE001-4N 4 7/6 0.1/0.09 0.07/0.06 40% E/2W

●STANDARD SPECIFICATION

MAIN POWER 110V/220V AC 1PH

DUTY CYCLE 40%

INDICATOR DOME TYPE MECHANICAL INDICATOR (Option : Flat side indicator)

MANUAL OPERATION N/A

TRAVEL ANGLE 90˚

CABLE ENTRIES WIRE TYPE

AMBIENT 

TEMPERATURE
-20℃~+60℃

EXTERNAL COATING POWDER COATING

INSIDE HEATER 1PH 220V/110 2W (Only AC)

●DRAWING

*비례제어 출시되었습니다. *Modulating Control is released.

*보조접점 옵션 출시 예정입니다. *Aux.limit switch will be realesed.

●SPECIAL OPTION
▷special valve

▷side indicator
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-Data contained in the Catalog may be subject to change without advance notice for improvement of performance&safety of Product.
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